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KEY FEATURES

Simulated 
night vision 
display

LED 
backlight

Aluminium 
case and mesh 
glass window

Stainless steel 
fixings

Shock and 
vibration 
resistance

Flexible VESA 
mounting 
options

Available in 
black or white

6.5” rugged simulated night vision display 
that can be easily mounted to vehicles

Melford’s land simulated driver night vision display range is 
designed to provide flexible simulated night vision options 
to land vehicle drivers.

VESA fittings offer flexible mounting regardless of vehicle 
configuration. Additionally all products in this range 
feature built-in shock and vibration resistance, in a solid 
aluminum case with an EMC Mesh front glass window.
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Why Melford?

Melford Technologies have been 
offering innovative technology 
solutions for over 50 years.

We provide experienced 
professional design, project 
planning, configuration, 
deployment, and maintenance 
services for a full one stop shop.

We can assist with the design 
and manufacture of your 
military solution from the blank 
piece of paper at the initial 
meeting through to installation 
and post-sales support.

Contact Us

+44 (0)1494 638 069
 
info@melfordtechnologies.com
 
melfordtechnologies.com

6.5 Inch

Technical 
specification

Panel type and size TFT active matrix LCD, 6.5” diagonal

Display area width x height 132.096 mm (W) x 99.072mm (H)

Pixel arrangement RGB vertical stripe

Maximum number of pixels 1024 x 768

Luminance 400cd/m² typical

Contrast 500 : 1 typical

Viewing angle Cr≥ 10.1 Horizontal. Left 80˚, Right 80˚, Vertical Up 80˚, Down 80˚ typical.

Backlight LED

Display colour 16.2m colours/262k

Input signal LVDS 8 bits/6 bits

Operational

Display resolution Standard XGA

Video inputs PAL/NTSC

Power supply 28V vehicle supply

Communication RS232

Environmental

Operational Std 0˚ to +60˚C

Storage -20° to +70˚C

Shock & Vibration 50G, 6ms, half sine/4.2grms (All terrain random profile)

EMI/EMC Ground Army

Mechanical

Construction Aluminium case with VESA mounts to rear, side or as required

Controls On/Off, brightness

Finish Alacrom 1200 Plated and painted white or black

Display protection EMC Mesh front glass window

Weight 1 kg approx.

Fixings Stainless steel

Size 188mm width x 148mm height x 70 mm depth approx.

Further info
Other options XGA input, glass, touchscreen

Warranty 1 Year return to factory (limited warranty)
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