
Presenting the 
Melford Outdoor 

E-Ink Display range

Digital Signage

42” outdoor E-Ink display - eco-friendly 
monitor using the latest efficient e-paper 
technology

OUTDOOR E-INK DISPLAY

Ideal for public signage, message boards, noticeboards and sign 
boards, the outdoor E-Ink display represents the latest in e-paper 
technology.

Designed to be highly efficient and eco-friendly, the outdoor E-Ink 
display uses reflective natural light to ensure sunlight readability, 
with a built-in edge light for low light visibility. In addition to mains 
power, the display can also be powered by solar and battery 
options. The display also draws no power when idle, but the image 
remains displayed.

The outdoor E-Ink display has also been built to withstand variable 
weather conditions with its IP65 rating, and impact damage with a 
toughened display, IK8 rating and solid alumninium construction.
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KEY FEATURES

Mains, solar 
or battery 
powered

Eco-friendly 
design

Solid 
aluminium 
construction

IP65 rated 
for weather 
protection

Toughened 
anti-glare 
display

Sunlight 
readable 
E-Ink screen

Built-in 
edge light

Quick 
installation

Update 
remotely

Mobile, Wi-Fi 
or Ethernet 
connectivity

IK8 rated for 
maximum 
durability

Various 
mounting 
options
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42 inch outdoor E-Ink display

General

Dimensions (L x H x W) 775 x 939 x 42 mm

Weight 23 kg

Colour Silver/Grey Metallic

Mounting Type VESA 400 M8

Display

Resolution Greyscale 2160 x 2880 pixel

Active Display Area 640 x 860 mm

Display Type Reflective

Illumination Embedded LED Front-Light, adjustable

Ambient Light Sensor Optional

Electrical

Power Supply 12V DC (from AC mains via power supply) or 12c DC solar panel

Power Consumption (60 sec update) 70 mA without illumination, 200 mA illuminated

Power Consumption (User Ineteraction) 110 mA without illumination, 170 mA illuminated

Power Supply Connector Male 5-pin circular waterproof

Ethernet (optional) Ethernet circular waterproof

Environment
Operating Temperature Greyscale -20C to 70C (-4F to 158F), (E-Ink states -15 to +50)

Protection IP65

Communication

Communication Mobile, Wi-Fi or Ethernet

Mobile Network 3G/4G LTE

Mobile Network Antenna Internal (external antenna optional)

Wi-Fi Dual Band (2.4/5 GHz) 802.11

Wi-Fi Antenna (optional) Internal / External

Ethernet (optional) 10/100/1000 Mbps

Certification Certificate of Conformity, Environmental, Ingress Protection Rating (min IP65), Impact Protection Rating (min IK08)

Why Melford?

Melford Technologies have 
been offering innovative 
technology solutions for over 
50 years.

We provide experienced 
professional design, project 
planning, configuration, 
deployment, and maintenance 
services for a full one stop shop.

We can assist with the design 
and manufacture of your 
digital signage solution from 
the blank piece of paper at 
the initial meeting through 
to installation and post-sales 
support.

Contact Us

+44 (0)1494 638 069
 
info@melfordtechnologies.com
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